
   
       

 
 
 

          
 
 

        

                                                                                                                                 
 
                                                                                        
                                                                                        
                                                                                    

 

 
 

 

 

 

Nylon Coated Butterfly Valve Assembly 
Features 

 
 Nylon Coated Valve Body and Disc  

 
 Superior Performance on Industrial Water and Seawater Applications  

 
 Corrosion Resistant Direct-Mount Actuators Available 

 
 Pressure Rated to 230 PSI 

 
 Totally Submersible 

 
 Low Cost and Short Lead Times    

 
 

 

PTFE Seated Butterfly Valve Assembly 
Features 

 
 .5  MIL PTFE Coated 316 Stainless Steel Disc with PTFE Seat 

 
 Ductile Iron Lug Body 

 
 Corrosion Resistant Direct- Mount  Actuators Available 

 
 Superior Performance on Industrial Water and Medium Chemical 

Applications  
 

 Cartridge Seat for High Cycle Applications 
 

 Very Competitive Pricing  
 
 
 

Nylon Coated Butterfly 
Valve Assembly 

 

PTFE Seated Butterfly 
Valve Assembly 

                                                                                                  
 

CvL’s Solution to Corrosive 
Water Applications 

 

9600-113 Pulaski Park Drive 
Baltimore, MD 21220 

(410) 686-0123 
(410) 686-1438 
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 Eroded Disc 

 
 

Does Corrosive 
Water have your 
Butterfly Valves 

looking like 
this? 


